PLML MULTIPURPOSED

MX HOUSING FLUORESCENT
LUMINAIRE

vy \ Features:
= « Specially design for Category 2 & 3 (CIBSE LG3) Mirror Louvre fitting.
+ Different type of louvre available to achieve high flexibility in usage.
B + |nnovative lamellas and reflector can be interchangeability even after final installation.
ﬁ‘ * Able to transform from a single 300X 1200mm housing into various sizes to suit

- - your ceiling and with interchangeable optics suitable for many application.
For 600X1200mm ceiling opening, an Infill panel or Perforated Panel can be added.
Alr slot for * Other option such as Air Slot, Infill Panel or Decorative Plate can be added to
Fxiraction complement the surrounding area.

* Design to give a non glare and low reflection illumination of workplace.
Provide a well balanced and even light distribution for a more comfortable working
Ll environment.
Suitable for work place with VDU's, office and banks.
Strong steel housing that enameled inside and outside.
Specially design component for easier installation and maintenance.
Louvre are secured with V-clip or hinges to facilitate the changing of lamp.
All housing joint are by rivet as to prevent rust due to vapour.
Air slot at top center of housing for air extraction.
Hanging facilities available in four corners of fitting for suspension installation.
Housing are made with 0.5mm high guality cold rolled sheet and treated with epoxy
powder coated to give a smooth and attractive finishing.

|

Hanging facilities for
suspension installation

Standard Complied:

+ MS IEC 60598-2-2 : 1998

* MSIEC 5981 : 1997

* CIBSELG3

* EMC EN 55015 : 1996, A1 : 1997
* CE MARK
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PLML 2408 C/W INFILL PANEL
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PLML MULTI PURPOSED
MX HOUSING FLUORESCENT
LUMINAIRE

Air slot for air extraction

Natural Air Flow Air Flow With Ducting Pipe Air Flow With Ducting Pipe
& Air Supply

= Air troffers feature adjustable heat extract capability through the lamp cavity and/or optional side slot.

* Moving supply and return air through the light allows a ceilling without grills and keeps the fixture cooler for long life of electrical component.

* [t enhance the working enviroment if the dissipated heat is immediately removed from the area around the lamps, thus, less heat enters the
working environment.

Different Type of Optic

Prismatic Diffuser T-Prafile Lourve 9-Profile Lourve
Cross Blade Lourve {Double Parabolic) (Reflection Light Control)

Lourve Mounting Other Option
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Lourve secure with V-clip Lourve secure with hinge lock Terminal C/W Fuse Power Pack (emergency light)
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